




Models
WALLUX PRO S

WALLUX PRO M

Size
L390*W246*H98mm

L390*W246*H98mm

CCT
3000K/4000K/5000K

3000K/4000K/5000K

Lumens CRI
Ra80

Ra80

Other customized lumens package can be calculated  based on below multipler table.

MULTIPLE TABLE / TABLA MÚLTIPLE

DIMENSIONS / DIMENSIONES

LUMEN / LUMEN

WALLUX PRO

2700K

3000K

3500K
4000K

5000K

6500K
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CONVERSION FACTOR

0.94

0.99

1.03

1.06

1.06

1.04

CCT

70
 C

RI

0.89

0.93

0.97

1.00

1.00

0.98

2700K

3000K

3500K

4000K

5000K

6500K

CCT

80
 C

RI

2700K

3000K

3500K

4000K

5000K

6500K

CONVERSION FACTOR

0.78

0.82

0.85

0.88

0.88

0.86

CCT

90
 C

RI

CONVERSION FACTOR

9000-6000-4500lm

15000-12000-9000lm

15.35in
(390mm)

9.68in
(246mm)

3.86in
(98mm)

WWW.LIRVAN.COM

WALLUX PRO
PROFESSIONAL OUTDOOR LIGHTING
ILUMINACIÓN EXTERIOR PROFESIONAL



PHOTOMETRY /  FOTOMETRÍA

MOUNTING DETAILS / DETALLES DE MONTAJE

PACKAGE INFO / INFORMACIÓN DE EMPAQUE
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POWER

60W

100W

1pc

1pc

L410*W325*H165

L410*W325*H165

3.30

3.50

0.0213

0.0213

4.20

4.40

CTN SIZE
QTY/CTN

NET WEIGHT GROSS WEIGHTCBM

Back junction box Side conduit

Type IV

60° 60°

90°

4000

8000

12000

16000

20000

90°

3030

WWW.LIRVAN.COM

mm m3 kg kg
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